


SV3A. 
450W I 500W I 600W / 700W 
Power Supply User Manual 

Introduction: Premium Power 

Thank you for purchasing the EVGA 450 / 500 / 600 1700 BR 
80 PLUS" BRONZE Rated power supply_ EVGA 4501500 I 
600 / 700 BR are premium quality power supplies intended to 
meet the needs of the most demanding PC enthusiast systems. 
Designed with enthusiast needs in mind, EVGA 450 I 500 I 600 
/ 700 BR is 1he best choice to power next generation systems. 

Safety Information 

WARNING: This unit has no user-serviceable parts inside. 
Opening the casing presents a risk of e•ectmcution and will void 
the products warranty EYGAwin not be responsible tor any 
resull of improper use including but not limited to any use of the 
product's outside of its intended oumose or use inconsistent with 
the warrantv terms available onune {warrantv inrormattoo Is 
available at www.evga.com/suppo[Vwarranty and lhis manual is 
available al www evga com/manuals) 

Features 

STABLE POWER 

The BR senes has outstanding electncal performance with ultra 
stable voltage and extremely clean power output This can 
help you achieve the highest possible overclock (opUonal) and 
provide the most stable and reliable power to all components. 
The BR series also provides up to 85% (115V-) / 85% (230V-) 
efficiency and Is 80 PLUS- BRONZE certified. 

TOP QUALITY PROTECTIONS 

The BR series comes equipped with the most comprehensive 
protection set possible. including Over Voltage Protection (OVP), 
Under Voltage Protection (UVP), Over Power Protection (OPP), 
Short Circuit Protection (SCP), Over Temperature Protection (OTP), 
and Over Current Protection (OCP)_ This product ,s also covered 
by a 3-year warranty and EVGA':s legendary customer :service 
and support. 

Installation 

1. Remove the power supply from its pacl<ag ing. 

English 

2. Use the screws provided with your case to install the power 
supply into your computer_ NOTE: It is recommended to install 
the power supply with the fan facing down_ However, ff your 
case places the power supply at the bottom of the case and 
there are no ventilation holes available, it may be best to install 
the power supply with the fan facing up for greater efficiency 
and reliabi lity. 

3. Connect the 20+4-pin ATX cable to the motherboard. 

� • II 

4. Connect the 4+4-pin EP$12V cable lo the motherboard_ 

5. Connect the 6/6+2-pln PCI-E cables lo your graphic card(s). 
NOTE; Do not attempt to plug an 8-pin PCI-E cable into a 6-pin 
connector without first detaching the two extra pins. 
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6. Connect SATA power cables to all data drives or optical drives. 
(hard drives, solid stale drives, op�cal drives) 
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7. Connect the peripheral --Molex" 4-pin connectors for fans, pumps, 

legacy components and other devices/adapters. 

8. Connect the AC power cord lo your power supply and to the wall. 
Check all connecbons to assure a s.olid connection and tum the 
power switch on the power supply to the ON position. 















SV3A. 
Ръководство за употреба 450W I 
500W I 600W / 700W 

Въведение: Premium Power

Благодарим Ви, че закупихте EVGA 450 /500 /600 1700 BR
80 PLUS BRONZE номинално захранване EVGA 
450/500/600 /700 BR са захранващи устройства с 
първокласно качество, предназначени за
отговарят на нуждите на най -взискателните системи за 
компютърни ентусиасти. Проектиран с нуждите на 
ентусиастите, EVGA 450 I 500 I 600/ 700 BR е най -добрият 
избор за захранване на системи от следващо поколение.
 
Информация за безопасност
ПРЕДУПРЕЖДЕНИЕ !: Това устройство няма части, 
обслужвани от потребителя. Отварянето на корпуса 
представлява риск от токов удар и ще анулира гаранцията 
на продуктите. EVGA няма да носи отговорност за какъвто и 
да е резултат от неправилна употреба, включително и без 
да се ограничава до каквато и да е употреба на продукта 
извън предназначението му или използване, несъвместимо 
с гаранционните условия, достъпни онлайн. /Гаранционната 
информация е достъпна на www.evga.com/support/warranty.

ПРЕДУПРЕЖДЕНИЕ 2: Моля, използвайте САМО 
официално поддържани кабели, включени в 
захранването, или официално поддържан набор от 
алтернативни кабели, изброени за вашия конкретен 
модел захранване, произведен от EVGA. EVGA НЕ носи 
отговорност за щети, причинени на вашите захранващи 
устройства или неофициално поддържани модулни 
кабели, в случай че повредата е причинена от 
използването на неофициално поддържани модулни 
кабели. 

Характеристика
СТАБИЛНА МОЩНОСТ

Серията ВR има изключителни електрически характеристики с 
ултра стабилно напрежение и изключително чиста изходна 
мощност. Това може да ви помогне да постигнете възможно най -
висок овърклок (по избор) и да осигури най -стабилната и 
надеждна мощност на всички компоненти. Серията ВR също има 
висока ефективност до 85% (115V) / 88% (220V-240V) 
ефективност и е сертифицирана по 80 PLUS® BRONZE.

ТОП КАЧЕСТВЕНА ЗАЩИТА

Серията ВR се предлага с възможно най -изчерпателния набор от 
защити, включително защита от пренапрежение (OVP), защита от 
ниско напрежение (UVP), защита от пренапрежение (OPP), защита 
от късо съединение (SCP), защита от прегряване (OTP) и Over 
Current Protection (OCP). Този продукт също е покрит от 3-
годишна гаранция и обслужване и поддръжка на EVGA

Български

Инсталация
1. Извадете захранването от опаковката.
2. Използвайте винтовете, предоставени с кутията, за да

инсталирате захранването в компютъра. ЗАБЕЛЕЖКА: 
Препоръчително е да инсталирате захранването с
вентилатора надолу. Въпреки това, ако вашата кутия
поставя захранването в долната част на кутията и няма
налични вентилационни отвори, може би е най -добре да 
инсталирате захранването с вентилатора нагоре за по -
голяма ефективност и надеждност. 

• 
3. Свържете 20+4-пинов ATX кабел към дънната платка.

4. Свържете 4+4-пиновия EPS12V кабел към дънната платка.

5. Свържете 6/6+2-пиновите PCI-E кабели към вашата (ите) графична (и) карта (и). 
ЗАБЕЛЕЖКА: Не се опитвайте да включите 8-пинов PCI-E кабел в 6-пинов
конектор, без първо да отделите двата допълнителни пина.  
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6. Свържете захранващите кабели SATA към всички устройства за данни или 

оптични устройства. (твърди дискове, твърди дискове, оптични устройства) 

7. Свържете периферните 4-пинови конектори "Molex" за
вентилатори, помпи, стари компоненти и други устройства/
адаптери.

8. Свържете захранващия кабел към захранването и към ел. 
мрежа. Проверете всички връзки, за да осигурите стабилна
връзка и включете превключвателя на захранването  в
положение ON. 



450 I 500 I 600 BR Cable Configuration / 

450 / 500 / 600 BR Kabelkonfiguration / 

450 I 500 / 600 BR configuraci6n de cables/ 

Configuration de la nouvelle alimentation 450 / 500 / 600 BR/ 

450 I 500 / 600 BR Especificai;:ao / 

Configurazione dei cavi 450 I 500 / 600 BR / 

KoH4'Mrypa4M11 Ka6en11 450 I 500 / 600 BR 

450 I 500 I 600 BR Кабелна конфигурация / 

Connector 
MB 1 x A TX 24(20+4)-Pin 

CPU 1 x EPS/ATX12V 8(4+4)-Pin 

VGA 1 x PC�E 8(6+2)-Pin x 2 

SATA 2xSATA5-Pinx3 

PERIF/FDD 1 x Molex 4-Pin x 3 + FDD x 1 

Cables 

700 BR Cable Configuration / 

700 BR Kabelkonfiguration / 

700 BR configuraci6n de cables / 

Configuration de la nouvelle alimentation 700 BR / 

700 BR Especificai;:ao / 

Configurazione dei cavi 700 BR / 

KoH4'Mrypa4M11 Ka6en11 700 BR 

700 BR кабелна конфигурация / 

Connector Cables 
MB 1 xATX 24(20+4)-Pin 

CPU 1 x EPS/A TX12V 8(4+4)-Pin 

VGA 2 x PnE 8(6+2)-Pin x 2 

SATA 3 x SATA 5-Pin x3 

PERIF/FDD 1 xMolex4-Pinx3 + FOO x 1 

Dimensions: 86mm (H) x 150mm (W) x 140mm (L) 

Cable Color 

Black 

Cable Color 

Black 

Over Voltage Protection, Under Voltage Protection, Short Circuit Protection, 

Over Power Protection, Over Current Protection, Over Temperature Protection. 

This device complies with part 15 ot the FCC Rules. Operation is subject to the following two conditions: 
(1) This device may not cause harmful interference, and (2) this device must accept any interference received, 
including interference that may cause undesired operation. 



BR series Specifications/ 

BR series Spezifikationen / 

BR series especificaciones / 

Specification de la nouvelle alimentation BR series/ 

BR series Especificac;ao / 

Specifiche tecniche BR series I

TeXHM'leCKMe xapaKTepMCTlllKM cepMM BR 

Спецификации на серия BR/ 

SV3A. 450 BR 

AC Input 100-240V-, 8-4A, 60/50Hz 

CC Output= +3.3V +5V +12V 

Ma,;Output,A 20A 20A 37.SA 

Comblr>ed, W 120W 450W 

Output Pow9f", Pcont 450W 

SV3A. 500 BR 

AC Input 100-240V-, 8-4A, 60/SOHz 

DC Output:-:: +3.3V +5V +12V 

Mox Output. A 20A 20A 41.7A 

Combined, W 120W 500W 

Output Powe,, Pcont 500W 

SV3A 600 BR 

AC Input 100-240V-, 10-SA, 60/50Hz 

DC Output ::-: +3.3V +5V +12V 

Max0u1put,A 24A 20A SOA 

Combined, W 130W 600W 

Output Power, Pcont 600W 

SV3A 700 BR 

AClr>p<JI 100·240V-, 10-SA, 60/SOHz 

+3.3V +5V +12V 

24A 20A 58.3A 

Combined, w 150W 699.6W 

Output Power. Poont 700W 

-12V +5Vsb 

0.3A 3A 

3.6W 15W 

-12V +5Vsb 

0.3A 3A 

3.6W 15W 

-12V +5Vsb 

0.3A 3A 

3.6W 15W 

-12V +SVsb 

0.3A 3A 

3.6W 15W 

E009-00-000219 

V3 202007 




	B5 Manual_850_750_650_550_20200507_BG
	Blank Page

	BR Manual_450_500_600_700_200720



